
Plastic Ball Bearings

2023.1

To find and order parts online, simply enter 
the part number from this catalogue into the 

search box on any web page.

Acetal, PEEK, Polypropylene and PVDF Races with Glass or Stainless Steel Balls



Included in this catalogue

Types not in this catalogue - Use web search

Acetal with Stainless Balls
(P-...-AS2 and P-...-AS6)

Acetal with Glass Balls
(P-...-AGL)

Conveyor Roller 
Bearings

Skate Conveyor 
Bearings

MRI Table 
Bearings

Automatic Pool 
Cleaner Bearings

PEEK with Stainless Balls
(P-...-PKS6)

PVDF with Stainless Balls
(P-...-KS6)

PEEK with Glass Balls
(P-...-PKGL)

PVDF with Glass Balls
(P-...-KGL)

ACETAL

PEEK

PVDF
(Kynar®)

Polyetheretherketone

Polyvinylidene fluoride

For chemical and high temperature 
resistance, low permeability and high 

mechanical strength.

Wear, Chemical & Hydrolysis Resistant. 
Exceptional performance over a wide 
range of temperatures and extreme 

conditions.

General purpose applications requiring 
exposure to water and some chemicals.



ID (d) 
mm (in.)

OD (D) 
mm (in.)

Part 
Number

Max RPM in AirWidth (B) 
mm (in.)       Dynamic              Static

Load Ratings (Kgf) Material / Ball Type

Single Row
ID: 3 mm

3.000 (0.118") * P-623-AS210.000 (0.394") 35004.000 (0.157") 4.8 3.2 Acetal / 302 Stainless

3.000 (0.118") * P-623-AGL10.000 (0.394") 35004.000 (0.157") 4.8 3.2 Acetal / Glass

ID: 3.175 mm
3.175 (0.125")  P-FR2-8B-AS612.700 (0.500") 31003.969 (0.156") 6.8 4.5 Acetal / 316 Stainless

Flange Diameter: 14.224 --- Flange Thickness: 1.02

3.175 (0.125")  P-FR2-8B-AGL12.700 (0.500") 31003.969 (0.156") 6.8 4.5 Acetal / Glass
Flange Diameter: 14.224 --- Flange Thickness: 1.02

3.175 (0.125")  P-R2-8B-KS612.700 (0.500") 32803.969 (0.156") 3.8 2.45 Kynar / 316 Stainless

3.175 (0.125")  P-R2-8B-KGL12.700 (0.500") 32803.969 (0.156") 3.8 2.45 Kynar / Glass

ID: 4 mm
4.000 (0.157") * P-624-AS213.000 (0.512") 31675.000 (0.197") 7.6 4.9 Acetal / 302 Stainless

4.000 (0.157")  P-624-AS613.000 (0.512") 31675.000 (0.197") 7.7 5 Acetal / 316 Stainless

4.000 (0.157")  P-624-AGL13.000 (0.512") 31675.000 (0.197") 7.7 5 Acetal / Glass

4.000 (0.157")  P-634-AS616.000 (0.630") 23525.000 (0.197") 11.8 7.7 Acetal / 316 Stainless

4.000 (0.157")  P-634-AGL16.000 (0.630") 23525.000 (0.197") 11.8 7.7 Acetal / Glass

ID: 4.763 mm
4.763 (0.188")  P-R3-AS612.700 (0.500") 31673.969 (0.156") 7.7 5 Acetal / 316 Stainless

4.763 (0.188")  P-FR3-AS612.700 (0.500") 31673.969 (0.156") 7.7 5 Acetal / 316 Stainless
Flange Diameter: 14.351 --- Flange Thickness: 1.07

4.763 (0.188")  P-FR3-AGL12.700 (0.500") 31673.969 (0.156") 7.7 5 Acetal / Glass
Flange Diameter: 14.351 --- Flange Thickness: 1.07

4.763 (0.188")  P-R3-AGL12.700 (0.500") 31673.969 (0.156") 7.7 5 Acetal / Glass

4.763 (0.188")  P-R3-PKS612.700 (0.500") 38003.969 (0.156") 9.3 6.1 PEEK / 316 Stainless

4.763 (0.188")  P-R3-PKGL12.700 (0.500") 38003.969 (0.156") 9.3 6.1 PEEK / Glass

4.763 (0.188")  P-R3-KS612.700 (0.500") 31673.969 (0.156") 7.9 5.1 Kynar / 316 Stainless

4.763 (0.188")  P-R3-KGL12.700 (0.500") 31673.969 (0.156") 7.9 5.1 Kynar / Glass

4.763 (0.188")  P-R1106-AS615.875 (0.625") 23524.978 (0.196") 11.8 7.7 Acetal / 316 Stainless

4.763 (0.188")  P-R1106-AGL15.875 (0.625") 23524.978 (0.196") 11.8 7.7 Acetal / Glass

4.763 (0.188")  P-R1106-KS615.875 (0.625") 23524.978 (0.196") 7.9 12.1 Kynar / 316 Stainless

4.763 (0.188")  P-R1106-KGL15.875 (0.625") 23524.978 (0.196") 12.1 7.9 Kynar / Glass

ID: 5 mm
5.000 (0.197")  P-625-AS616.000 (0.630") 23525.000 (0.197") 11.8 7.7 Acetal / 316 Stainless

5.000 (0.197")  P-625-AGL16.000 (0.630") 23525.000 (0.197") 11.8 7.7 Acetal / Glass

5.000 (0.197")  P-635-AS619.000 (0.748") 23526.000 (0.236") 11.8 7.7 Acetal / 316 Stainless

5.000 (0.197")  P-635-AGL19.000 (0.748") 23526.000 (0.236") 11.8 7.7 Acetal / Glass

ID: 6 mm
6.000 (0.236")  P-606-AS617.000 (0.669") 23526.000 (0.236") 11.8 7.7 Acetal / 316 Stainless

6.000 (0.236")  P-606-AGL17.000 (0.669") 23526.000 (0.236") 11.8 7.7 Acetal / Glass

6.000 (0.236") * P-626-AS219.000 (0.748") 23526.000 (0.236") 11.6 7.6 Acetal / 302 Stainless

6.000 (0.236")  P-626-AS619.000 (0.748") 23526.000 (0.236") 11.8 7.7 Acetal / 316 Stainless

6.000 (0.236")  P-626-AGL19.000 (0.748") 23526.000 (0.236") 11.8 7.7 Acetal / Glass

6.000 (0.236")  P-636-AS622.000 (0.866") 16007.000 (0.276") 19.1 15 Acetal / 316 Stainless

6.000 (0.236")  P-636-AGL22.000 (0.866") 16007.000 (0.276") 19.1 15 Acetal / Glass

ID: 6.35 mm
6.350 (0.250")  P-R4-AS615.875 (0.625") 23524.978 (0.196") 11.8 7.7 Acetal / 316 Stainless

6.350 (0.250")  P-FR4-AS615.875 (0.625") 23524.978 (0.196") 11.8 7.7 Acetal / 316 Stainless
Flange Diameter: 17.526 --- Flange Thickness: 1.07

6.350 (0.250")  P-R4-AGL15.875 (0.625") 23524.978 (0.196") 11.8 7.7 Acetal / Glass

6.350 (0.250")  P-FR4-AGL15.875 (0.625") 23524.978 (0.196") 11.8 7.7 Acetal / Glass
Flange Diameter: 17.526 --- Flange Thickness: 1.07

6.350 (0.250")  P-R4-PKS615.875 (0.625") 28224.978 (0.196") 14.5 9.3 PEEK / 316 Stainless

6.350 (0.250")  P-R4-PKGL15.875 (0.625") 28224.978 (0.196") 14.5 9.3 PEEK / Glass

6.350 (0.250")  P-R4-KS615.875 (0.625") 23524.978 (0.196") 12.1 7.9 Kynar / 316 Stainless

6.350 (0.250")  P-R4-KGL15.875 (0.625") 23524.978 (0.196") 12.1 7.9 Kynar / Glass

Stocked or Short Delivery Usually Available Short Delivery Long delivery or not in current production
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ID (d) 
mm (in.)

OD (D) 
mm (in.)

Part 
Number

Max RPM in AirWidth (B) 
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Load Ratings (Kgf) Material / Ball Type

6.350 (0.250")  P-R4-12A-AS619.050 (0.750") 23525.558 (0.219") 11.8 7.7 Acetal / 316 Stainless

6.350 (0.250")  P-R4-12A-AGL19.050 (0.750") 23525.558 (0.219") 11.8 7.7 Acetal / Glass

6.350 (0.250")  P-R4-12A-PKS619.050 (0.750") 28225.558 (0.219") 14.5 9.3 PEEK / 316 Stainless

6.350 (0.250")  P-R4-12A-PKGL19.050 (0.750") 28225.558 (0.219") 14.5 9.3 PEEK / Glass

6.350 (0.250")  P-R4-12A-KS619.050 (0.750") 23525.558 (0.219") 12.1 7.9 Kynar / 316 Stainless

6.350 (0.250")  P-R4-12A-KGL19.050 (0.750") 23525.558 (0.219") 12.1 7.9 Kynar / Glass

6.350 (0.250")  P-R4-12B-PKS619.050 (0.750") 28227.142 (0.281") 14.5 9.3 PEEK / 316 Stainless

6.350 (0.250")  P-R4-12B-PKGL19.050 (0.750") 28227.142 (0.281") 14.5 9.3 PEEK / Glass

6.350 (0.250")  P-R4-12B-KS619.050 (0.750") 23527.142 (0.281") 12.1 7.9 Kynar / 316 Stainless

6.350 (0.250")  P-R4-12B-KGL19.050 (0.750") 23527.142 (0.281") 12.1 7.9 Kynar / Glass

6.350 (0.250")  P-R4-12B-AS619.050 (0.750") 23527.144 (0.281") 11.8 7.7 Acetal / 316 Stainless

6.350 (0.250")  P-R4-12B-AGL19.050 (0.750") 23527.144 (0.281") 11.8 7.7 Acetal / Glass

ID: 7 mm
7.000 (0.276") * P-607-AS219.000 (0.748") 16006.000 (0.236") 18.8 14.7 Acetal / 302 Stainless

7.000 (0.276")  P-607-AS619.000 (0.748") 16006.000 (0.236") 19.1 15 Acetal / 316 Stainless

7.000 (0.276")  P-607-AGL19.000 (0.748") 16006.000 (0.236") 19.1 15 Acetal / Glass

7.000 (0.276") * P-627-AS222.000 (0.866") 16007.000 (0.276") 18.8 14.7 Acetal / 302 Stainless

7.000 (0.276")  P-627-AS622.000 (0.866") 16007.000 (0.276") 19.1 15 Acetal / 316 Stainless

7.000 (0.276")  P-627-AGL22.000 (0.866") 16007.000 (0.276") 19.1 15 Acetal / Glass

7.000 (0.276")  P-637-AS626.000 (1.024") 16009.000 (0.354") 19.1 15 Acetal / 316 Stainless

7.000 (0.276")  P-637-AGL26.000 (1.024") 16009.000 (0.354") 19.1 15 Acetal / Glass

ID: 8 mm
8.000 (0.315")  P-608-AS622.000 (0.866") 16007.000 (0.276") 19.1 15 Acetal / 316 Stainless

8.000 (0.315")  P-608-AGL22.000 (0.866") 16007.000 (0.276") 19.1 15 Acetal / Glass

8.000 (0.315")  P-628-AS624.000 (0.945") 16008.000 (0.315") 19.1 15 Acetal / 316 Stainless

8.000 (0.315")  P-628-AGL24.000 (0.945") 16008.000 (0.315") 19.1 15 Acetal / Glass

8.000 (0.315")  P-638-AS628.000 (1.102") 11429.000 (0.354") 24.9 19.5 Acetal / 316 Stainless

8.000 (0.315")  P-638-AGL28.000 (1.102") 11429.000 (0.354") 24.9 19.5 Acetal / Glass

ID: 9 mm
9.000 (0.354") * P-609-AS224.000 (0.945") 16007.000 (0.276") 18.8 14.7 Acetal / 302 Stainless

9.000 (0.354")  P-609-AS624.000 (0.945") 16007.000 (0.276") 19.1 15 Acetal / 316 Stainless

9.000 (0.354")  P-609-AGL24.000 (0.945") 16007.000 (0.276") 19.1 15 Acetal / Glass

9.000 (0.354")  P-629-AS626.000 (1.024") 16007.000 (0.276") 19.1 15 Acetal / 316 Stainless

9.000 (0.354") * P-629-AS226.000 (1.024") 16008.000 (0.315") 18.8 14.7 Acetal / 302 Stainless

9.000 (0.354")  P-629-AGL26.000 (1.024") 16008.000 (0.315") 19.1 15 Acetal / Glass

9.000 (0.354")  P-639-AS630.000 (1.181") 114210.000 (0.394") 24.9 19.5 Acetal / 316 Stainless

9.000 (0.354")  P-639-AGL30.000 (1.181") 114210.000 (0.394") 24.9 19.5 Acetal / Glass

ID: 9.525 mm
9.525 (0.375")  P-R11212A-AS619.050 (0.750") 23523.969 (0.156") 12.1 7.9 Acetal / 316 Stainless

9.525 (0.375")  P-R6-AS622.225 (0.875") 16005.556 (0.219") 19.1 15 Acetal / 316 Stainless

9.525 (0.375")  P-FR6-AS622.225 (0.875") 16005.556 (0.219") 19.1 15 Acetal / 316 Stainless
Flange Diameter: 24.613 --- Flange Thickness: 1.58

9.525 (0.375")  P-FR6-AGL22.225 (0.875") 16005.556 (0.219") 19.1 15 Acetal / Glass
Flange Diameter: 24.613 --- Flange Thickness: 1.58

9.525 (0.375")  P-R6-AGL22.225 (0.875") 16005.556 (0.219") 19.1 15 Acetal / Glass

9.525 (0.375")  P-R6-PKS622.225 (0.875") 19205.556 (0.219") 23.4 18.2 PEEK / 316 Stainless

9.525 (0.375")  P-R6-PKGL22.225 (0.875") 19205.556 (0.219") 23.4 18.2 PEEK / Glass

9.525 (0.375")  P-R6-KS622.225 (0.875") 16005.556 (0.219") 19.6 15.4 Kynar / 316 Stainless

9.525 (0.375")  P-R6-KGL22.225 (0.875") 16005.556 (0.219") 19.6 15.4 Kynar / Glass

9.525 (0.375")  P-R6A-AS622.225 (0.875") 16007.142 (0.281") 19.1 15 Acetal / 316 Stainless

9.525 (0.375")  P-FR6A-AS622.225 (0.875") 16007.142 (0.281") 19.1 15 Acetal / 316 Stainless
Flange Diameter: 24.613 --- Flange Thickness: 1.58

9.525 (0.375")  P-FR6A-AGL22.225 (0.875") 16007.142 (0.281") 19.1 15 Acetal / Glass
Flange Diameter: 24.613 --- Flange Thickness: 1.58

9.525 (0.375")  P-R6A-AGL22.225 (0.875") 16007.142 (0.281") 19.1 15 Acetal / Glass

Stocked or Short Delivery Usually Available Short Delivery Long delivery or not in current production
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ID (d) 
mm (in.)

OD (D) 
mm (in.)

Part 
Number

Max RPM in AirWidth (B) 
mm (in.)       Dynamic              Static

Load Ratings (Kgf) Material / Ball Type

9.525 (0.375")  P-R6A-PKS622.225 (0.875") 19207.142 (0.281") 23.4 18.2 PEEK / 316 Stainless

9.525 (0.375")  P-R6A-PKGL22.225 (0.875") 19207.142 (0.281") 23.4 18.2 PEEK / Glass

9.525 (0.375")  P-R6A-KS622.225 (0.875") 16007.142 (0.281") 19.6 15.4 Kynar / 316 Stainless

9.525 (0.375")  P-R6A-KGL22.225 (0.875") 16007.142 (0.281") 19.6 15.4 Kynar / Glass

9.525 (0.375")  P-R11812-AS628.575 (1.125") 11429.525 (0.375") 24.9 19.5 Acetal / 316 Stainless

9.525 (0.375")  P-R11812-AGL28.575 (1.125") 11429.525 (0.375") 24.9 19.5 Acetal / Glass

9.525 (0.375")  P-R11812-PKS628.575 (1.125") 13709.525 (0.375") 30.8 24.3 PEEK / 316 Stainless

9.525 (0.375")  P-R11812-PKGL28.575 (1.125") 13709.525 (0.375") 30.8 24.3 PEEK / Glass

9.525 (0.375")  P-R11812-KS628.575 (1.125") 11429.525 (0.375") 25.7 20.1 Kynar / 316 Stainless

9.525 (0.375")  P-R11812-KGL28.575 (1.125") 11429.525 (0.375") 25.7 20.1 Kynar / Glass

9.525 (0.375")  P-R12212A-AS634.925 (1.375") 10699.525 (0.375") 31.3 24.5 Acetal / 316 Stainless

9.525 (0.375")  P-R12212A-AGL34.925 (1.375") 10699.525 (0.375") 31.3 24.5 Acetal / Glass

9.525 (0.375")  P-R12212-KS634.925 (1.375") 106911.112 (0.437") 25.2 32.2 Kynar / 316 Stainless

9.525 (0.375")  P-R12212-KGL34.925 (1.375") 106911.112 (0.437") 32.2 25.2 Kynar / Glass

9.525 (0.375")  P-R12212-AS634.925 (1.375") 106911.113 (0.438") 31.3 24.5 Acetal / 316 Stainless

9.525 (0.375")  P-R12212-AGL34.925 (1.375") 106911.113 (0.438") 31.3 24.5 Acetal / Glass

ID: 10 mm
10.000 (0.394") * P-6000-AS226.000 (1.024") 16008.000 (0.315") 18.8 14.7 Acetal / 302 Stainless

10.000 (0.394")  P-6000-AS626.000 (1.024") 16008.000 (0.315") 19.1 15 Acetal / 316 Stainless

10.000 (0.394")  P-6000-AGL26.000 (1.024") 16008.000 (0.315") 19.1 15 Acetal / Glass

10.000 (0.394")  P-MR2810-AS628.000 (1.102") 11428.000 (0.315") 24.9 19.5 Acetal / 316 Stainless

10.000 (0.394")  P-MR2810-AGL28.000 (1.102") 11428.000 (0.315") 24.9 19.5 Acetal / Glass

10.000 (0.394")  P-6200-AS630.000 (1.181") 11429.000 (0.354") 24.9 19.5 Acetal / 316 Stainless

10.000 (0.394")  P-6200-AGL30.000 (1.181") 11429.000 (0.354") 24.9 19.5 Acetal / Glass

10.000 (0.394") * P-6300-AS235.000 (1.378") 106911.000 (0.433") 30.8 20.5 Acetal / 302 Stainless

10.000 (0.394")  P-6300-AS635.000 (1.378") 106911.000 (0.433") 31.3 20.9 Acetal / 316 Stainless

10.000 (0.394")  P-6300-AGL35.000 (1.378") 106911.000 (0.433") 31.3 20.9 Acetal / Glass

ID: 12 mm
12.000 (0.472")  P-6001B-AS628.000 (1.102") 11427.000 (0.276") 24.9 19.1 Acetal / 316 Stainless

12.000 (0.472")  P-6001B-AGL28.000 (1.102") 11427.000 (0.276") 24.9 19.1 Acetal / Glass

12.000 (0.472") * P-6001-AS228.000 (1.102") 11428.000 (0.315") 24.6 18.8 Acetal / 302 Stainless

12.000 (0.472")  P-6001-AS628.000 (1.102") 11428.000 (0.315") 24.9 19.5 Acetal / 316 Stainless

12.000 (0.472")  P-6001-AGL28.000 (1.102") 11428.000 (0.315") 24.9 19.5 Acetal / Glass

12.000 (0.472")  P-6001-PPGL28.000 (1.102") 11428.000 (0.315") 24.9 19.5 Check /Glass

12.000 (0.472")  P-MR3012-AS630.000 (1.181") 11428.000 (0.315") 24.9 19.5 Acetal / 316 Stainless

12.000 (0.472")  P-MR3012-AGL30.000 (1.181") 11428.000 (0.315") 24.9 19.5 Acetal / Glass

12.000 (0.472")  P-6201-AS632.000 (1.260") 114210.000 (0.394") 24.9 19.5 Acetal / 316 Stainless

12.000 (0.472")  P-6201-AGL32.000 (1.260") 114210.000 (0.394") 24.9 19.5 Acetal / Glass

12.000 (0.472") ** P-6301-AS237.000 (1.457") 106912.000 (0.472") 30.8 20.5 Acetal / 302 Stainless

12.000 (0.472")  P-6301-AS637.000 (1.457") 106912.000 (0.472") 31.3 20.9 Acetal / 316 Stainless

12.000 (0.472")  P-6301-AGL37.000 (1.457") 106912.000 (0.472") 31.3 20.9 Acetal / Glass

ID: 12.7 mm
12.700 (0.500") * P-R8-AS228.575 (1.125") 11426.350 (0.250") 24.6 19.2 Acetal / 302 Stainless

12.700 (0.500")  P-R8-AS628.575 (1.125") 11426.350 (0.250") 24.6 19.2 Acetal / 316 Stainless

12.700 (0.500")  P-R8-AGL28.575 (1.125") 11426.350 (0.250") 24.6 19.2 Acetal / Glass

12.700 (0.500")  P-R8-PKS628.575 (1.125") 13706.350 (0.250") 30.8 24.3 PEEK / 316 Stainless

12.700 (0.500")  P-R8-PKGL28.575 (1.125") 13706.350 (0.250") 30.8 24.3 PEEK / Glass

12.700 (0.500")  P-R8-KS628.575 (1.125") 11426.350 (0.250") 25.7 20.1 Kynar / 316 Stainless

12.700 (0.500")  P-R8-KGL28.575 (1.125") 11426.350 (0.250") 25.7 20.1 Kynar / Glass

12.700 (0.500")  P-FR8A-AS628.575 (1.125") 11427.938 (0.313") 24.9 19.5 Acetal / 316 Stainless
Flange Diameter: 31.120 --- Flange Thickness: 1.58

12.700 (0.500")  P-FR8A-AGL28.575 (1.125") 11427.938 (0.313") 24.9 19.5 Acetal / Glass
Flange Diameter: 31.120 --- Flange Thickness: 1.58

12.700 (0.500")  P-R8H-AS628.575 (1.125") 11429.525 (0.375") 24.9 19.5 Acetal / 316 Stainless

Stocked or Short Delivery Usually Available Short Delivery Long delivery or not in current production
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ID (d) 
mm (in.)
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Part 
Number

Max RPM in AirWidth (B) 
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12.700 (0.500")  P-R8H-AGL28.575 (1.125") 11429.525 (0.375") 24.9 19.5 Acetal / Glass

12.700 (0.500")  P-R8H-PKS628.575 (1.125") 13709.525 (0.375") 30.8 24.3 PEEK / 316 Stainless

12.700 (0.500")  P-R8H-PKGL28.575 (1.125") 13709.525 (0.375") 30.8 24.3 PEEK / Glass

12.700 (0.500")  P-R8H-KS628.575 (1.125") 11429.525 (0.375") 25.7 20.1 Kynar / 316 Stainless

12.700 (0.500")  P-R8H-KGL28.575 (1.125") 11429.525 (0.375") 25.7 20.1 Kynar / Glass

12.700 (0.500")  P-R12216A-AS634.925 (1.375") 10699.525 (0.375") 31.3 24.5 Acetal / 316 Stainless

12.700 (0.500")  P-R12216A-AGL34.925 (1.375") 10699.525 (0.375") 31.3 24.5 Acetal / Glass

12.700 (0.500")  P-FR12216-AGL34.925 (1.375") 106911.112 (0.437") 31.3 24.5 Acetal / Glass
Flange Diameter: 38.100 --- Flange Thickness: 1.58

12.700 (0.500")  P-R12216-PKS634.925 (1.375") 128311.112 (0.437") 38.8 30.4 PEEK / 316 Stainless

12.700 (0.500")  P-R12216-PKGL34.925 (1.375") 128311.112 (0.437") 38.8 30.4 PEEK / Glass

12.700 (0.500")  P-R12216-KS634.925 (1.375") 106911.112 (0.437") 32.2 25.2 Kynar / 316 Stainless

12.700 (0.500")  P-R12216-AS634.925 (1.375") 106411.113 (0.438") 31.3 24.5 Acetal / 316 Stainless

12.700 (0.500")  P-FR12216-AS634.925 (1.375") 106911.113 (0.438") 31.3 24.5 Acetal / 316 Stainless
Flange Diameter: 38.100 --- Flange Thickness: 1.58

12.700 (0.500")  P-R12216-AGL34.925 (1.375") 106411.113 (0.438") 37.9 30.4 Acetal / Glass

12.700 (0.500")  P-WR12216-1-AS634.925 (1.375") 106411.113 / 11.911 (0.438") 37.9 30.4 Acetal / 316 Stainless
W1: 0.798 --- W2: N/A

12.700 (0.500")  P-R12216-KGL34.925 (1.375") 106911.113 (0.438") 32.2 25.2 Kynar / Glass

12.700 (0.500")  P-WR12216-1E-AS634.925 (1.375") 106411.113 / 12.700 (0.500") 37.9 30.4 Acetal / 316 Stainless
W1: 1.59 --- W2: N/A

12.700 (0.500")  P-WR12216-1E-
PPGL

34.925 (1.375") 106411.113 / 12.700 (0.500") 37.9 30.4 Check /Glass
W1: 1.59 --- W2: N/A

ID: 15 mm
15.000 (0.591") * P-6002A-AS232.000 (1.260") 11428.000 (0.315") 24.6 18.8 Acetal / 302 Stainless

15.000 (0.591")  P-6002A-AS632.000 (1.260") 11428.000 (0.315") 24.9 19.1 Acetal / 316 Stainless

15.000 (0.591")  P-6002A-AGL32.000 (1.260") 11428.000 (0.315") 24.9 19.1 Acetal / Glass

15.000 (0.591") * P-6002-AS232.000 (1.260") 11429.000 (0.354") 24.6 18.8 Acetal / 302 Stainless

15.000 (0.591")  P-6002-AS632.000 (1.260") 11429.000 (0.354") 24.9 19.5 Acetal / 316 Stainless

15.000 (0.591")  P-6002-AGL32.000 (1.260") 11429.000 (0.354") 24.9 19.5 Acetal / Glass

15.000 (0.591")  P-6202-AS635.000 (1.378") 106411.000 (0.433") 31.3 20.9 Acetal / 316 Stainless

15.000 (0.591")  P-6202-AGL35.000 (1.378") 106411.000 (0.433") 31.3 20.9 Acetal / Glass

15.000 (0.591") * P-6302-AS242.000 (1.654") 84013.000 (0.512") 34.8 23.2 Acetal / 302 Stainless

15.000 (0.591")  P-6302-AS642.000 (1.654") 84013.000 (0.512") 35.4 23.6 Acetal / 316 Stainless

15.000 (0.591")  P-6302-AGL42.000 (1.654") 84013.000 (0.512") 35.4 23.6 Acetal / Glass

ID: 15.875 mm
15.875 (0.625")  P-R11820-AS628.575 (1.125") 11426.350 (0.250") 24.9 19.5 Acetal / 316 Stainless

15.875 (0.625")  P-R11820-AGL28.575 (1.125") 11426.350 (0.250") 24.9 19.5 Acetal / Glass

15.875 (0.625")  P-R11820-KS628.575 (1.125") 11426.350 (0.250") 25.7 20.1 Kynar / 316 Stainless

15.875 (0.625")  P-R11820-KGL28.575 (1.125") 11426.350 (0.250") 25.7 20.1 Kynar / Glass

15.875 (0.625")  P-R11820B-AS628.575 (1.125") 11427.938 (0.313") 24.6 19.2 Acetal / 316 Stainless

15.875 (0.625") ** P-R10-AGL34.925 (1.375") 10697.142 (0.281") 30.8 24.1 Acetal / Glass

15.875 (0.625") * P-R10A-AS234.925 (1.375") 10698.731 (0.344") 30.8 24.1 Acetal / 302 Stainless

15.875 (0.625") * P-R10A-AGL34.925 (1.375") 10698.731 (0.344") 30.8 24.1 Acetal / Glass

15.875 (0.625")  P-R10G-AS634.925 (1.375") 10699.525 (0.375") 31.3 24.5 Acetal / 316 Stainless

15.875 (0.625")  P-R10G-AGL34.925 (1.375") 10699.525 (0.375") 31.3 24.5 Acetal / Glass

15.875 (0.625")  P-R10G-KS634.925 (1.375") 10699.525 (0.375") 25.2 32.2 Kynar / 316 Stainless

15.875 (0.625")  P-R10G-KGL34.925 (1.375") 10699.525 (0.375") 32.2 25.2 Kynar / Glass

15.875 (0.625")  P-FR10D-AS634.925 (1.375") 106911.112 (0.437") 31.3 24.5 Acetal / 316 Stainless
Flange Diameter: 38.100 --- Flange Thickness: 1.58

15.875 (0.625")  P-FR10D-AGL34.925 (1.375") 106911.112 (0.437") 31.3 24.5 Acetal / Glass
Flange Diameter: 38.100 --- Flange Thickness: 1.58

15.875 (0.625")  P-R10D-PKS634.925 (1.375") 128311.112 (0.437") 38.8 30.4 PEEK / 316 Stainless

15.875 (0.625")  P-R10D-PKGL34.925 (1.375") 128311.112 (0.437") 38.8 30.4 PEEK / Glass

15.875 (0.625")  P-R10D-KS634.925 (1.375") 106911.112 (0.437") 32.2 25.2 Kynar / 316 Stainless

15.875 (0.625")  P-R10D-KGL34.925 (1.375") 106911.112 (0.437") 32.2 25.2 Kynar / Glass

Stocked or Short Delivery Usually Available Short Delivery Long delivery or not in current production
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15.875 (0.625")  P-R10D-AS634.925 (1.375") 106911.113 (0.438") 31.3 24.5 Acetal / 316 Stainless

15.875 (0.625")  P-R10D-AGL34.925 (1.375") 106911.113 (0.438") 31.3 24.5 Acetal / Glass

ID: 17 mm
17.000 (0.669") * P-6003A-AS235.000 (1.378") 10698.000 (0.315") 30.8 20.5 Acetal / 302 Stainless

17.000 (0.669")  P-6003A-AS635.000 (1.378") 10698.000 (0.315") 31.3 20.9 Acetal / 316 Stainless

17.000 (0.669")  P-6003A-AGL35.000 (1.378") 10698.000 (0.315") 31.3 20.9 Acetal / Glass

17.000 (0.669") * P-6003-AS235.000 (1.378") 106910.000 (0.394") 30.8 20.5 Acetal / 302 Stainless

17.000 (0.669")  P-6003-AS635.000 (1.378") 106910.000 (0.394") 31.3 20.9 Acetal / 316 Stainless

17.000 (0.669")  P-6003-AGL35.000 (1.378") 106910.000 (0.394") 31.3 20.9 Acetal / Glass

17.000 (0.669")  P-6203-AS640.000 (1.575") 84012.000 (0.472") 35.4 23.6 Acetal / 316 Stainless

17.000 (0.669")  P-6203-AGL40.000 (1.575") 84012.000 (0.472") 35.4 23.6 Acetal / Glass

17.000 (0.669") * P-6303-AS247.000 (1.850") 84014.000 (0.551") 34.8 23.2 Acetal / 302 Stainless

17.000 (0.669")  P-6303-AS647.000 (1.850") 84014.000 (0.551") 35.4 23.6 Acetal / 316 Stainless

17.000 (0.669")  P-6303-AGL47.000 (1.850") 84014.000 (0.551") 35.4 23.6 Acetal / Glass

ID: 19.05 mm
19.050 (0.750")  P-R12024-AS631.750 (1.250") 11426.350 (0.250") 25.7 20.1 Acetal / 316 Stainless

19.050 (0.750")  P-R12-AS641.275 (1.625") 8407.938 (0.313") 35.4 28.6 Acetal / 316 Stainless

19.050 (0.750")  P-R12-AGL41.275 (1.625") 8407.938 (0.313") 35.4 28.6 Acetal / Glass

19.050 (0.750")  P-R12-KS641.275 (1.625") 8407.938 (0.313") 36.4 29.4 Kynar / 316 Stainless

19.050 (0.750")  P-R12-KGL41.275 (1.625") 8407.938 (0.313") 36.4 29.4 Kynar / Glass

19.050 (0.750")  P-FR12A-AS641.275 (1.625") 84011.112 (0.437") 35.4 28.6 Acetal / 316 Stainless
Flange Diameter: 44.450 --- Flange Thickness: 1.58

19.050 (0.750")  P-FR12A-AGL41.275 (1.625") 84011.112 (0.437") 35.4 28.6 Acetal / Glass
Flange Diameter: 44.450 --- Flange Thickness: 1.58

19.050 (0.750")  P-R12A-PKS641.275 (1.625") 100811.112 (0.437") 43.9 35.5 PEEK / 316 Stainless

19.050 (0.750")  P-R12A-PKGL41.275 (1.625") 100811.112 (0.437") 43.9 35.5 PEEK / Glass

19.050 (0.750")  P-R12A-KS641.275 (1.625") 84011.112 (0.437") 36.4 29.4 Kynar / 316 Stainless

19.050 (0.750")  P-R12A-KGL41.275 (1.625") 84011.112 (0.437") 36.4 29.4 Kynar / Glass

19.050 (0.750")  P-R12A-AS641.275 (1.625") 84011.113 (0.438") 35.4 28.6 Acetal / 316 Stainless

19.050 (0.750")  P-R12A-AGL41.275 (1.625") 84011.113 (0.438") 35.4 28.6 Acetal / Glass

ID: 20 mm
20.000 (0.787") * P-6004B-AS242.000 (1.654") 8408.000 (0.315") 34.8 23.2 Acetal / 302 Stainless

20.000 (0.787")  P-6004B-AS642.000 (1.654") 8408.000 (0.315") 35.4 23.6 Acetal / 316 Stainless

20.000 (0.787")  P-6004B-AGL42.000 (1.654") 8408.000 (0.315") 35.4 23.6 Acetal / Glass

20.000 (0.787")  P-6004-AS642.000 (1.654") 84012.000 (0.472") 35.4 23.6 Acetal / 316 Stainless

20.000 (0.787")  P-6004-AGL42.000 (1.654") 84012.000 (0.472") 35.4 23.6 Acetal / Glass

20.000 (0.787")  P-6204-AS647.000 (1.850") 84014.000 (0.551") 35.4 23.6 Acetal / 316 Stainless

20.000 (0.787")  P-6204-AGL47.000 (1.850") 84014.000 (0.551") 35.4 23.6 Acetal / Glass

20.000 (0.787") * P-6304-AS252.000 (2.047") 72415.000 (0.591") 41.1 27.2 Acetal / 302 Stainless

20.000 (0.787")  P-6304-AS652.000 (2.047") 72415.000 (0.591") 41.7 27.7 Acetal / 316 Stainless

20.000 (0.787")  P-6304-AGL52.000 (2.047") 72415.000 (0.591") 41.7 27.7 Acetal / Glass

ID: 22.225 mm
22.225 (0.875")  P-FR14-AS647.625 (1.875") 8009.525 (0.375") 34 22.7 Acetal / 316 Stainless

Flange Diameter: 50.800 --- Flange Thickness: 1.58

22.225 (0.875")  P-FR14-AGL47.625 (1.875") 8009.525 (0.375") 34 22.7 Acetal / Glass
Flange Diameter: 50.800 --- Flange Thickness: 1.58

22.225 (0.875")  P-R14-KS647.625 (1.875") 3509.525 (0.375") 43.0 28.5 Kynar / 316 Stainless

22.225 (0.875")  P-R14-KGL47.625 (1.875") 3509.525 (0.375") 43.0 28.5 Kynar / Glass

ID: 25 mm
25.000 (0.984") * P-6005A-AS247.000 (1.850") 8408.000 (0.315") 34.8 23.2 Acetal / 302 Stainless

25.000 (0.984")  P-6005A-AS647.000 (1.850") 8408.000 (0.315") 35.4 23.6 Acetal / 316 Stainless

25.000 (0.984")  P-6005A-AGL47.000 (1.850") 8408.000 (0.315") 35.4 23.6 Acetal / Glass

25.000 (0.984")  P-6005-AS647.000 (1.850") 84012.000 (0.472") 35.4 23.6 Acetal / 316 Stainless

25.000 (0.984")  P-6005-AGL47.000 (1.850") 84012.000 (0.472") 35.4 23.6 Acetal / Glass

25.000 (0.984")  P-6205-AS652.000 (2.047") 72915.000 (0.591") 41.7 27.7 Acetal / 316 Stainless

25.000 (0.984")  P-6205-AGL52.000 (2.047") 72915.000 (0.591") 41.7 27.7 Acetal / Glass

Stocked or Short Delivery Usually Available Short Delivery Long delivery or not in current production
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25.000 (0.984") * P-6305-AS262.000 (2.441") 72917.000 (0.669") 41.1 27.2 Acetal / 302 Stainless

25.000 (0.984")  P-6305-AS662.000 (2.441") 72917.000 (0.669") 41.7 27.7 Acetal / 316 Stainless

25.000 (0.984")  P-6305-AGL62.000 (2.441") 72917.000 (0.669") 41.7 27.7 Acetal / Glass

ID: 25.4 mm
25.400 (1.000")  P-WR12432-AS638.100 (1.500") 10699.525 / 12.700 (0.375") 32.2 21.5 Acetal / 316 Stainless

25.400 (1.000")  P-WR41254-AS641.021 (1.615") 10699.525 / 12.700 (0.375") 32.2 21.5 Acetal / 316 Stainless

25.400 (1.000")  P-FR16A-AS650.800 (2.000") 72912.700 (0.500") 41.7 27.7 Acetal / 316 Stainless
Flange Diameter: 53.975 --- Flange Thickness: 1.58

25.400 (1.000")  P-R16A-AS650.800 (2.000") 72912.700 (0.500") 41.7 27.7 Acetal / 316 Stainless

25.400 (1.000")  P-FR16A-AGL50.800 (2.000") 72912.700 (0.500") 41.7 27.7 Acetal / Glass
Flange Diameter: 53.975 --- Flange Thickness: 1.58

25.400 (1.000")  P-R16A-AGL50.800 (2.000") 72912.700 (0.500") 41.7 27.7 Acetal / Glass

25.400 (1.000")  P-R16A-PKS650.800 (2.000") 87512.700 (0.500") 51.4 28.5 PEEK / 316 Stainless

25.400 (1.000")  P-R16A-PKGL50.800 (2.000") 87512.700 (0.500") 51.4 28.5 PEEK / Glass

25.400 (1.000")  P-R16A-KS650.800 (2.000") 72912.700 (0.500") 43.0 28.5 Kynar / 316 Stainless

25.400 (1.000")  P-R16A-KGL50.800 (2.000") 72912.700 (0.500") 43.0 28.5 Kynar / Glass

ID: 28.575 mm
28.575 (1.125")  P-R18A-AS653.975 (2.125") 72412.700 (0.500") 41.7 27.7 Acetal / 316 Stainless

28.575 (1.125")  P-R18A-AGL53.975 (2.125") 72412.700 (0.500") 41.7 27.7 Acetal / Glass

ID: 30 mm
30.000 (1.181") * P-6006A-AS255.000 (2.165") 7299.000 (0.354") 41.1 27.2 Acetal / 302 Stainless

30.000 (1.181")  P-6006A-AS655.000 (2.165") 7299.000 (0.354") 41.7 27.7 Acetal / 316 Stainless

30.000 (1.181")  P-6006A-AGL55.000 (2.165") 7299.000 (0.354") 41.7 27.7 Acetal / Glass

30.000 (1.181") * P-6006-AS255.000 (2.165") 72913.000 (0.512") 41.1 27.2 Acetal / 302 Stainless

30.000 (1.181")  P-6006-AS655.000 (2.165") 72913.000 (0.512") 41.7 27.7 Acetal / 316 Stainless

30.000 (1.181")  P-6006-AGL55.000 (2.165") 72913.000 (0.512") 41.7 27.7 Acetal / Glass

30.000 (1.181") * P-6206-AS262.000 (2.441") 72916.000 (0.630") 50 32.1 Acetal / 302 Stainless

30.000 (1.181")  P-6206-AS662.000 (2.441") 72916.000 (0.630") 41.7 27.7 Acetal / 316 Stainless

30.000 (1.181")  P-6206-AGL62.000 (2.441") 72916.000 (0.630") 41.7 27.7 Acetal / Glass

30.000 (1.181") * P-6306-AS272.000 (2.835") 67519.000 (0.748") 61.6 36.6 Acetal / 302 Stainless

ID: 31.75 mm
31.75 (1.250")  P-R13040-AS647.625 (1.875") 72912.70 (0.500") 43.0 36.0 Acetal / 316 Stainless

31.750 (1.250")  P-WR13240-AS650.800 (2.000") 72912.700 / 13.970 (0.500") 41.7 27.7 Acetal / 316 Stainless

31.750 (1.250")  P-WR13240-AGL50.800 (2.000") 72912.700 / 13.970 (0.500") 41.7 27.7 Acetal / Glass

31.750 (1.250")  P-R20A-AS657.150 (2.250") 72912.700 (0.500") 41.7 27.7 Acetal / 316 Stainless

31.750 (1.250")  P-R20A-AGL57.150 (2.250") 72912.700 (0.500") 41.7 27.7 Acetal / Glass

31.750 (1.250")  P-R14040A-KS663.500 (2.500") 35012.700 (0.500") 43.0 28.5 Kynar / 316 Stainless

31.750 (1.250")  P-R14040A-KGL63.500 (2.500") 35012.700 (0.500") 43.0 28.5 Kynar / Glass

ID: 35 mm
35.000 (1.378") * P-6007A-AS262.000 (2.441") 6309.000 (0.354") 49.6 33 Acetal / 302 Stainless

35.000 (1.378")  P-6007A-AS662.000 (2.441") 6309.000 (0.354") 50.3 33.6 Acetal / 316 Stainless

35.000 (1.378")  P-6007A-AGL62.000 (2.441") 6309.000 (0.354") 50.3 33.6 Acetal / Glass

35.000 (1.378") * P-6007-AS262.000 (2.441") 63014.000 (0.551") 49.6 33 Acetal / 302 Stainless

35.000 (1.378")  P-6007-AS662.000 (2.441") 63014.000 (0.551") 50.3 33.6 Acetal / 316 Stainless

35.000 (1.378")  P-6007-AGL62.000 (2.441") 63014.000 (0.551") 50.3 33.6 Acetal / Glass

35.000 (1.378") * P-6207-AS272.000 (2.835") 63017.000 (0.669") 66.8 44.2 Acetal / 302 Stainless

35.000 (1.378") * P-6207-AGL72.000 (2.835") 63017.000 (0.669") 66.8 44.2 Acetal / Glass

35.000 (1.378") * P-6307-AS280.000 (3.150") 60021.000 (0.827") 80.8 52.9 Acetal / 302 Stainless

35.000 (1.378") * P-6307-AGL80.000 (3.150") 60021.000 (0.827") 80.8 52.9 Acetal / Glass

ID: 40 mm
40.000 (1.575") * P-6008A-AS268.000 (2.677") 7509.000 (0.354") 48.5 32.3 Acetal / 302 Stainless

40.000 (1.575") * P-6008A-AGL68.000 (2.677") 7509.000 (0.354") 48.5 32.3 Acetal / Glass

40.000 (1.575") * P-6008-AS268.000 (2.677") 75015.000 (0.591") 56 37.7 Acetal / 302 Stainless

40.000 (1.575") * P-6008-AGL68.000 (2.677") 75015.000 (0.591") 56 37.7 Acetal / Glass

40.000 (1.575") * P-6208-AS280.000 (3.150") 62518.000 (0.709") 71.1 47.4 Acetal / 302 Stainless
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40.000 (1.575") * P-6208-AGL80.000 (3.150") 62518.000 (0.709") 71.1 47.4 Acetal / Glass

ID: 44.45 mm
44.45 (1.750")  P-R13856-AS660.325 (2.375") 72910.668 (0.420") 43.0 36.0 Acetal / 316 Stainless

ID: 45 mm
45.000 (1.772") * P-6009A-AS275.000 (2.953") 65010.000 (0.394") 53.8 35.6 Acetal / 302 Stainless

45.000 (1.772") * P-6009A-AGL75.000 (2.953") 65010.000 (0.394") 53.8 35.6 Acetal / Glass

45.000 (1.772") * P-6009-AS275.000 (2.953") 65016.000 (0.630") 60.3 41 Acetal / 302 Stainless

45.000 (1.772") * P-6009-AGL75.000 (2.953") 65016.000 (0.630") 60.3 41 Acetal / Glass

45.000 (1.772") * P-6209-AS285.000 (3.346") 58019.000 (0.748") 77.6 50.7 Acetal / 302 Stainless

45.000 (1.772") * P-6209-AGL85.000 (3.346") 58019.000 (0.748") 77.6 50.7 Acetal / Glass

45.000 (1.772") * P-6309-AS2100.000 (3.937") 50025.000 (0.984") 97 58.2 Acetal / 302 Stainless

45.000 (1.772") * P-6309-AGL100.000 (3.937") 50025.000 (0.984") 97 58.2 Acetal / Glass

ID: 50 mm
50.000 (1.969") * P-6010-AS280.000 (3.150") 60016.000 (0.630") 62.5 42 Acetal / 302 Stainless

50.000 (1.969") * P-6010-AGL80.000 (3.150") 60016.000 (0.630") 62.5 42 Acetal / Glass

50.000 (1.969") * P-6210-AS290.000 (3.543") 55020.000 (0.787") 83 58.2 Acetal / 302 Stainless

50.000 (1.969") * P-6210-AGL90.000 (3.543") 55020.000 (0.787") 83 58.2 Acetal / Glass

ID: 53.975 mm
53.975 (2.125")  P-R14668-AS673.025 (2.875") 3509.525 (0.375") 43.0 28.5 Acetal / 316 Stainless

ID: 53.978 mm
53.978 (2.125")  P-FR14668-AS673.025 (2.875") 3509.525 (0.375") 43.0 36.0 Acetal / 316 Stainless

ID: 55 mm
55.000 (2.165") * P-6011-AS290.000 (3.543") 55018.000 (0.709") 64.6 43.1 Acetal / 302 Stainless

55.000 (2.165") * P-6011-AGL90.000 (3.543") 55018.000 (0.709") 64.6 43.1 Acetal / Glass

55.000 (2.165") * P-6211-AS2100.000 (3.937") 50021.000 (0.827") 86.3 64.6 Acetal / 302 Stainless

55.000 (2.165") * P-6211-AGL100.000 (3.937") 50021.000 (0.827") 86.3 64.6 Acetal / Glass

ID: 60 mm
60.000 (2.362") * P-6012-AS295.000 (3.740") 50018.000 (0.709") 69 45.3 Acetal / 302 Stainless

60.000 (2.362") * P-6012-AGL95.000 (3.740") 50018.000 (0.709") 69 45.3 Acetal / Glass

60.000 (2.362") * P-6212-AS2110.000 (4.331") 45022.000 (0.866") 94.8 67.9 Acetal / 302 Stainless

60.000 (2.362") * P-6212-AGL110.000 (4.331") 45022.000 (0.866") 94.8 67.9 Acetal / Glass

ID: 65 mm
65.000 (2.559") * P-6013-AS2100.000 (3.937") 47518.000 (0.709") 72.2 47.4 Acetal / 302 Stainless

65.000 (2.559") * P-6013-AGL100.000 (3.937") 47518.000 (0.709") 72.2 47.4 Acetal / Glass

ID: 70 mm
70.000 (2.756") * P-6014-AS2110.000 (4.331") 45020.000 (0.787") 76.5 49.6 Acetal / 302 Stainless

ID: 95 mm
95.000 (3.740")  P-R170120-FC-AS6111.000 (4.370") 1008.000 (0.315") 28.0 18.7 Acetal / 316 Stainless

ID: 101.6 mm
101.600 (4.000")  P-R172128-AS6114.300 (4.500") 2508.890 (0.350") 28.0 18.7 Acetal / 316 Stainless

ID: 121.92 mm
121.920 (4.800")  P-R186154-AS6137.160 (5.400") 2509.271 (0.365") 64.5 53.7 Acetal / 316 Stainless

ID: 179.578 mm
179.578 (7.070")  P-R1130226-AS6206.375 (8.125") 25022.225 (0.875") 86.9 72.4 Acetal / 316 Stainless

Stocked or Short Delivery Usually Available Short Delivery Long delivery or not in current production
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ID (d) 
mm (in.)

OD (D) 
mm (in.)

Part 
Number

Max RPM in AirWidth (B) 
mm (in.)       Dynamic              Static

Load Ratings (Kgf) Material / Ball Type

Double Row
ID: 6.35 mm

6.350 (0.250")  P-DR-R4G-AS615.875 (0.625") 18819.525 (0.375") 22.7 15 Acetal / 316 Stainless

6.350 (0.250")  P-DR-R4G-AGL15.875 (0.625") 18819.525 (0.375") 22.7 15 Acetal / Glass

6.350 (0.250")  P-DR-R4-12E-AS619.050 (0.750") 18819.525 (0.375") 22.7 15 Acetal / 316 Stainless

6.350 (0.250")  P-DR-R4-12E-AGL19.050 (0.750") 18819.525 (0.375") 22.7 15 Acetal / Glass

ID: 9.525 mm
9.525 (0.375")  P-DR-R11212B-AS619.050 (0.750") 85512.700 (0.500") 38 30 Acetal / 316 Stainless

9.525 (0.375")  P-DR-R6E-AS622.225 (0.875") 128011.113 (0.438") 27.2 19.5 Acetal / 316 Stainless

9.525 (0.375")  P-DR-R6E-AGL22.225 (0.875") 128011.113 (0.438") 27.2 19.5 Acetal / Glass

9.525 (0.375")  P-DR-R12212-AS634.925 (1.375") 85511.113 (0.438") 38 30 Acetal / 316 Stainless

9.525 (0.375")  P-DR-R12212-AGL34.925 (1.375") 85511.113 (0.438") 38 30 Acetal / Glass

ID: 10 mm
10.000 (0.394")  P-5200-AGL30.000 (1.181") 91314.280 (0.562") 35.4 27.7 Acetal / Glass

10.000 (0.394")  P-5200-AS630.000 (1.181") 91314.300 (0.563") 35.4 27.7 Acetal / 316 Stainless

ID: 12 mm
12.000 (0.472")  P-5201-AS632.000 (1.260") 91315.900 (0.626") 35.4 27.7 Acetal / 316 Stainless

12.000 (0.472")  P-5201-AGL32.000 (1.260") 91315.900 (0.626") 35.4 27.7 Acetal / Glass

ID: 12.7 mm
12.700 (0.500")  P-DR-R8B-AS628.575 (1.125") 91311.113 (0.438") 35 27 Acetal / 316 Stainless

12.700 (0.500")  P-DR-R8B-AGL28.575 (1.125") 91311.113 (0.438") 35 27 Acetal / Glass

12.700 (0.500")  P-DR-R12216-AS634.925 (1.375") 85511.113 (0.438") 39.7 31.8 Acetal / 316 Stainless

12.700 (0.500")  P-DR-R12216-AGL34.925 (1.375") 85511.113 (0.438") 38 30 Acetal / Glass

ID: 15 mm
15.000 (0.591")  P-5202-AS635.000 (1.378") 85515.875 (0.625") 38.6 30.8 Acetal / 316 Stainless

15.000 (0.591")  P-5202-AGL35.000 (1.378") 85515.875 (0.625") 38.6 30.8 Acetal / Glass

ID: 15.875 mm
15.875 (0.625")  P-DR-R10D-AS634.925 (1.375") 85511.113 (0.438") 38 30 Acetal / 316 Stainless

15.875 (0.625")  P-DR-R10D-AGL34.925 (1.375") 85511.113 (0.438") 38 30 Acetal / Glass

ID: 17 mm
17.000 (0.669")  P-5203-AS640.000 (1.575") 85517.460 (0.687") 38.6 30.8 Acetal / 316 Stainless

17.000 (0.669")  P-5203-AGL40.000 (1.575") 85517.460 (0.687") 38.6 30.8 Acetal / Glass

ID: 19.05 mm
19.050 (0.750")  P-DR-R12E-AS641.275 (1.625") 67215.875 (0.625") 45.4 37.6 Acetal / 316 Stainless

19.050 (0.750")  P-DR-R12E-AGL41.275 (1.625") 67215.875 (0.625") 45.4 37.6 Acetal / Glass

ID: 20 mm
20.000 (0.787")  P-5204-AS647.000 (1.850") 67220.630 (0.812") 45.4 37.6 Acetal / 316 Stainless

20.000 (0.787")  P-5204-AGL47.000 (1.850") 67220.630 (0.812") 45.4 37.6 Acetal / Glass

ID: 25 mm
25.000 (0.984")  P-5205-AS652.000 (2.047") 58320.630 (0.812") 57.6 49.9 Acetal / 316 Stainless

25.000 (0.984")  P-5205-AGL52.000 (2.047") 58320.630 (0.812") 57.6 49.9 Acetal / Glass

ID: 25.4 mm
25.400 (1.000")  P-DR-R16G-AS650.800 (2.000") 58319.050 (0.750") 57 49 Acetal / 316 Stainless

25.400 (1.000")  P-DR-R16G-AGL50.800 (2.000") 58319.050 (0.750") 57 49 Acetal / Glass

ID: 28.575 mm
28.575 (1.125")  P-DR-R18A-AS653.975 (2.125") 58319.050 (0.750") 57.6 49.9 Acetal / 316 Stainless

28.575 (1.125")  P-DR-R18A-AGL53.975 (2.125") 58319.050 (0.750") 57.6 49.9 Acetal / Glass

ID: 30 mm
30.000 (1.181")  P-5206-AS662.000 (2.441") 50233.000 (1.299") 68 60.3 Acetal / 316 Stainless

30.000 (1.181")  P-5206-AGL62.000 (2.441") 50233.000 (1.299") 68 60.3 Acetal / Glass

ID: 31.75 mm
31.750 (1.250")  P-DR-R13240A-AS650.800 (2.000") 58319.050 (0.750") 57 49 Acetal / 316 Stainless

31.750 (1.250")  P-DR-R13240A-AGL50.800 (2.000") 58319.050 (0.750") 57 49 Acetal / Glass

Stocked or Short Delivery Usually Available Short Delivery Long delivery or not in current production
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31.750 (1.250")  P-DR-R20A-AS657.150 (2.250") 58319.050 (0.750") 57.6 49.9 Acetal / 316 Stainless

31.750 (1.250")  P-DR-R20A-AGL57.150 (2.250") 58319.050 (0.750") 57.6 49.9 Acetal / Glass

Stocked or Short Delivery Usually Available Short Delivery Long delivery or not in current production
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Acetal bearings are an inexpensive option for wet or corrosive applications. Plastic bearings 
can be used in harsh environments such as sea water, silicon wafer processing, plating 
solutions and swimming pools. Refer to the materials guides for each specific type. 

Often no lubrication is required since the medium the bearings run in can dissipate heat and 
act as a lubricant.

Always check a chemical compatibility table for compatibility if chemicals are present with 
your application. Materials guides are available from many web sites. Links are available from 
within our plastic bearings categories online.

Customisable design is available. Many special types have already been produced for 
common applications such as pool cleaners, spa jets, non magnetic medical applications and 
more.

Plastic bearings are very low load and low speed compared with high precision steel bearings.

Tolerances are high, comparable with stainless 316 bearings, but much higher than for 
precision chrome steel or 440C stainless bearings.

Other choices of bearings for corrosive applications include Stainless Steel 316 and Full 
Ceramic Bearings.

To find listings of special purpose bearings on our website try entering the following search 
terms into the search box:

       -        Rowing Machine Rollers
       -        MRI Table Bearings
       -        Pool Cleaner Bearings
       -        Full Ceramic Bearings
       -        Stainless 316 Bearings

Rowing Machine Roller
P/No: NRV-0300-080-ZZ (8x30x9)
P/No: NRV-0350-080-ZZ (8x35x8)

(Not in this catalogue listing)
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Avoid verbal communication

We sell an extensive range of products with varying amounts of 
technical data. Please assist us to provide you with accurate 

information by placing your orders and enquiries online or by e-mail.


